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Made
In Italy

Packaging contains, depending on the 
articles, one or more of the following 
materials; they must be recycled in 
accordance with current regulations 
in the country of use.

cardboard • polyethylene sack • polystyrene
paper • wood • nails • plastic strap
cellophane • clips • gummed paper

HELP THE NATURE

YEARS
WARRANTY







Cars workshop

Trucks workshop
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TECHNICAL CHARACTERISTICS

Frontal service columnsFrontal service columns

Solid steel structure with 
scratch-resistant paint. 
Some models have lateral holes for 
attaching Series 250, 260, 280 and 
300 swivelling hose reels.

A

Base for anchoring to the floor.B

Universal holes for attaching 
modular drip trays 
(not available for the 
stainless steel version).

C

C

Universal holes for mounting hose 
reels (see quantities and models in 
the table on the inside pages).D

D

F

Internal preparation for mounting 
pulser mono-valve and bi-valve for 
operation with FCS system.E

E
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The connection to the system can be made on either the 
ceiling or floor.F

F
CEILING INSTALLATION FLOOR INSTALLATION
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TECHNICAL CHARACTERISTICS

Solid steel structure with scratch-
resistant paint. There are also 
lateral holes for attaching Series 
250, 260, 280 and 300 swivelling 
hose reels.

A

Base for anchoring to the floor.B

Universal holes for mounting 
modular drip trays in both sides of 
the column.

C

Universal holes for mounting hose 
reels in both sides of the column 
(see quantities and models in the 
table on the inside pages).

D

Internal preparation for mounting 
pulser mono-valve and bi-valve for 
operation with FCS system.E

The connection to the system can be made on either the 
ceiling or floor.F

C

D

F

F

E

CEILING INSTALLATION FLOOR INSTALLATION
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Bilateral service columnsBilateral service columns

A



The connection to the system can be made on 
either the ceiling or floor.F

TECHNICAL CHARACTERISTICS

A

D

F

E

B

Solid steel structure with scratch-
resistant paint. There are also 
lateral holes for attaching Series 
250, 260, 280 and 300 swivelling 
hose reels.

A

Base for anchoring to the floor.B

Drip tank. It can be emptied by 
mounting the ball tap to be ordered 
separately.C

Internal preparation for mounting 
pulser mono-valve and bi-valve for 
operation with FCS system.E

Universal holes for mounting hose 
reels (see quantities and models in 
the table on the inside pages).D

C

CEILING INST. FLOOR INSTALLATION
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Bilateral service columns
with collection tank

Bilateral service columns
with collection tank

F



P/N 39336 P/N 39338 P/N 39340
Max number of fixed hose 

reels can be installed: 
6 (3+3)

Max number of fixed hose 
reels can be installed: 

8 (4+4)

Max number of fixed hose 
reels can be installed: 

10 (5+5)

Max number of 
swivelling reels: 4

Max number of 
swivelling reels: 4

Max number of 
swivelling reels: 4

 N° 1 packing m3 0,46 Kg 86 N° 1 packing m3 0,46 Kg 94 N° 1 packing m3 0,46 Kg 101

Bilateral service columns. Installable like a 
delivery corner, they are connected with the 
centralized distribution system to work as an 
independent operational stations. 

BILATERAL 
service 

columns

Maximum comfort 
also in narrow spaces

FCS keyboard 
installable on the side 
of the smaller beam

Ceiling or floor 
installation
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MAX NUMBER OF REELS CAN BE INSTALLED FOR SERIES

Series
SWIVELLING FIXED

250 260 280 300 290 330 390 430 450 530

P/N 39336 4 4 4 4 6 4 6 6 6 6

P/N 39338 4 4 4 4 8 8 8 8 8 8

P/N 39340 4 4 4 4 10 10 10 10 10 10

OVERALL DIMENSIONS (mm)

25
05

604

860 240

16
90

25
05

1010

1340 240

16
90

25
05

800

1100 240

16
90

ACCESSORIES

P/N 88630
Modular 
drip-tray 
equipped with 
hook for gun 
and removable 
drip-tray.



P/N 39314 P/N 39317
Max number of fixed hose reels 

can be installed: 4
Max number of fixed hose reels 

can be installed: 6

Max number of 
swivelling hose reels: 2

Max number of 
swivelling hose reels: 2

BILATERAL 
service 

columns with 
collection tank

Bilateral service columns. Installable like a 
delivery corner, they are connected with the 
centralized distribution system to work as an 
independent operational stations. 

N° 1 packing m3 1,09 Kg 265 N° 1 packing m3 1,25 Kg 308

Comfort and 
cleaning at work

FCS keyboard 
installable on the side

Ceiling or floor 
installation
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OVERALL DIMENSIONS (mm)

N° 1 packing m3 0,02 Kg 3,6

N° 1 packing m3 0,04 Kg 3,8N° 1 packing m3 0,04 Kg 5,4

10
0

26
40

600 1290 600 1770

10
0

26
40

ACCESSORIES

P/N 38209
Ball valve M 1/2” G x F 1/2” G for 
emptying the drip-tank (mounting 
instructions on page 11).  

P/N 39406
Paper holder 
for service 
columns

P/N 39407
Basket for 
service 
columns

P/N 39405
PC holder for service columns

MAX NUMBER OF REELS CAN BE INSTALLED FOR SERIES

Series
SWIVELLING FIXED

250 260 280 300 290 330 390 430 450 530

P/N 39314 2 2 2 2 4 4 4 4 4 4

P/N 39317 2 2 2 2 6 6 6 6 6 6



BILATERAL 
service 

columns with 
collection tank

OVERALL DIMENSIONS (mm)

1452 505

26
85

10
0

5052503

26
85

10
0

P/N 39324 P/N 39328
Max number of fixed hose reels 

can be installed: 4
Max number of fixed hose reels 

can be installed: 8

Max number of 
swivelling hose reels: 2

Max number of 
swivelling hose reels: 2

N° 1 packing m3 1,04 Kg 285N° 1 packing m3 1,04 Kg 228

Bilateral service columns. Installable like a 
delivery corner, they are connected with the 
centralized distribution system to work as an 
independent operational stations.

Comfort and 
cleaning at work

FCS keyboard 
installable frontally

Ceiling or floor 
installation
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ACCESSORIES

P/N 38209
Ball valve 
M 1/2” G x F 1/2” G 
for emptying the 
drip-tank 
(mounting instructions 
on page 11).   

MAX NUMBER OF REELS CAN BE INSTALLED FOR SERIES

Series
SWIVELLING FIXED

250 260 280 300 290 330 390 430 450 530

P/N 39324 2 2 2 2 4 4 4 4 4 4

P/N 39328 2 2 2 2 8 8 8 8 8 8






